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Copyright 2020 Cherub Technology Co. All rights reserved. NUX and MG-30 are trademarks of Cherub Technology Co. Other 
product names modeled in this product are trademarks of their respective companies that do not endorse and are not associated 
or affiliated with Cherub Technology Co. 

Accuracy 

Whilst every effort has been made to ensure the accuracy and content of this manual, Cherub Technology Co. makes no 
representations or warranties regarding the contents. 


WARNING!-IMPORTANT SAFETY INSTRUCTIONS 


BEFORE CONNECTING, READ INSTRUCTIONS 


WARNING: To reduce the risk of fire or electric shock, do not CAUTION: To reduce the risk of fire or electric shock, do not 
expose this appliance to rain or moisture. remove screws. No user-serviceable parts inside. Refer 
servicing to qualified service personnel. 


This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not 
cause harmful interference, and (2) this device must accept any interference received, including interference that may cause 
undesired operation. Any changes or modifications not expressly approved by the party responsible for compliance could void the 
user's authority to operate the equipment. 

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the 
FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This 
equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not 
occur in a particular installation. 

If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: 

-Reorient or relocate the receiving antenna. 

-Increase the separation between the equipment and receiver. 

-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

-Consult the dealer or an experienced radio/TV technician for help. The device has been evaluated to meet general RF exposure 
requirement. The device can be used in portable exposure condition without restriction. 


The lightning symbol within a triangle means 
"electrical caution!" It indicates the presence of 
information about operating voltage and potential 
risks of electrical shock. 


The exclamation point within a triangle means 
"caution!" Please read the information next to all 
caution signs. 


1. Use only the supplied power supply or power cord. If you are not sure of the type of power available, consult your dealer or local 
power company. 

2. Do not place near heat sources, such as radiators, heat registers, or appliances which produce heat. 

3. Guard against objects or liquids entering the enclosure. 

4. Do not attempt to service this product yourself, as opening or removing covers may expose you to dangerous voltage points or other 
risks. Refer all servicing to qualified service personnel. 

5. Refer all servicing to qualified service personnel. Servicing is required when the apparatus has been damaged in any way, such as 
when the power supply cord or plug is damaged, liquid has been spilled or objects have fallen into the apparatus, the apparatus 
has been exposed to rain or moisture, does not operate normally or has been dropped. 

6. The power supply cord should be unplugged when the unit is to be unused for long periods of time. 

7. Protect the power cord from being walked on or pinched particularly at plugs, convenience receptacles and at the point where they 
exit from the apparatus. 

8. Prolonged listening at high volume levels may cause irreparable hearing loss and/or damage. Always be sure to practice "safe 
listening". 


Follow all instructions and heed all warnings 
KEEP THESE INSTRUCTIONS! 
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Introduction 


NUX MG-30 is a versatile modeler. MG-30 equips 2 powerful DSPs for high-definition White-Box Amp Modeling 
algorithm (TSAC-HD) and Core-Image post-effects. Since we announced the best budget compact modeler MG-300, 
people were blown away by the sound and playability. We're proud to say MG-30 can offer you 2K definition better 
than MG-300's Full-HD experience. The aluminum alloy enclosure gives you strong protection in all kinds rigorous 
environments. Send/Return and external EXP jacks offer multi applications the guitarists need. Moveable signal blocks, 
optional parallel post-effect routing and 1024 samples IR resolution make MG-30 be the versatile modeler as game 


changer in the industry. 


Features 


B 4” 800*480 color LCD with intuitive UI. 

@ WAH, CMP, GATE, EFX, AMP, IR, EQ, S/R, MOD, DLY, RVB | 11 independent 
moveable signal blocks with optional parallel post-efx routing. 

I White-box Amp Modeling & Pre-efx algorithm offers realistic playability 
and analog-chaos response. 

8 1024 samples IR resolution and 3rd party IR loader slot w/ each user 
patch. 

8 Electric guitar amp models, bass amp models, and acoustic simulation 
IRs with related acoustic amp models. 

@ Input trim with 3 band EQ under Global setting. 

8 5 output modes with global З band EQ for quick tone tweaking. 

8 Parameter Follow function can track your effect tweaking habits. 

8 USB recording interface, firmware update, QuickTone edit software. 
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Control Panel 


Front Panel 


dE: „к и и и и A =. 
ME SO (о — 
LCD . | =т= т DIRECTION 
MASTER KN08—- É) (2). 5 5 
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SAVE BUTTON— = — => ER 55 
KNOB 1/2/3/4 HOH) HOME/GLOBAL/EXP 
WSS 
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FOOT SWITCHES fos reso lez бе 
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Rear Panel 


EX 


Ri 


INPUT JACK 
JACK 


1/8" PHONE 


к= 


USB | DC POWER 
PORT | SWITCH 


OUTPUT 
JACKS 


1/8” AUX IN SEND / RETURN 1/4" DC 


JACKS 
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TRS JACK JACK 


Control Panel 


GUITAR 


EFFECT PEDAL 


COMPUTER 


ADAPTOR 


HEADPHONE 


иш 


ACTIVE SPEAKER 
(SUGGESTED TO USE FRFR) 
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Control Panel 
MASTER KNOB 


MASTER 


Controls overall master volume of MG-30. 


SIGNAL BLOCK 


ИШ 


Under the current patch. Press once to engage/disengage the related signal block. Hold to enter to related signal block 
editing. Hold 2 signal blocks can exchange the block position. Signal blocks are also the indicators to show the current 
status. (Engaged / Disengaged) 


5-WAY DIRECTION ENCODER 


During current patch location display. Press once to enter to edit mode, then 
you can go left/right to choose related signal block to tweak parameters. 
Rotate the encoder can switch to different models. 

During current patch location display. Hold up, you can adjust the current 


patch level. 


In patch edit mode, hold “UP”, you can go to signal block position adjustment. If your current block is MOD / DLY / RVB, 
press KNOB 3 or KNOB 4 can set the post-effects as parallel routing. 
In patch edit mode, hold “DOWN”, you can also go to on-board EXP / external EXP / CTRL assignment settings. 

Clyde | Clyde 


Clyde Clyde 


During current patch location display. Hold down, you can adjust EXP / EXP 1 / CTRL assignment settings. (MG-30 will 
detect external EXP 1 jack while you connect with NUX NMP-2 or expression pedal.) 


HOME/GLOBAL/EXP INDICATOR BUTTON 


E 
=. GLOBAL SETTING 
During current patch display, hold global button to enter to GLOBAL SETTING, OUTPUT E, 
then use 5-way direction encoder to adjust all the setups. Press once to go one 
layer back. Routine P'S FOLLOW 


The EXP indicator can show the on-board EXP is engaged for secondary 
function or not. 


INFO 
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Control Panel 


SAVE BUTTON 01A GUNSzRosEs 
1"#$%&'()*+,-./ 
Н pin В 0123456789: ;<=>? 
Either in GLOBAL SETTING or Patch Edit, press the SAVE button to store. DABCDEFÍGÍH I JKLMNO 
Press HOME/GLOBAL button to go back. PQRSTUVWXYZ[\]4_ 


"abcdefghijklmno 
Pqrstuvwxyz{|}~ 


KNOB 1/2/3/4 


O O O O JAZZ CLEAN JAZZ CLEAN 
1 2 3 а - 


GAIN MASTER BASS MIDDLE y TREB BRIGHT LEVEL 


ОООО 


While you enter to edit mode (press 5-way 
encoder), you can tweak the knob to adjust 
the related parameters. You can even press 
the knob to go to different page. 


И Y А ; VOLUME / WAH CTRL:TAP 
Hidden Functions in PRESET mode by pressing KNOB 1/ 2/ 3: 


Press KNOB1: You can adjust current patch LEVEL by rotating KNOB 1. (Press 
KNOB 4 to recall default parameter.) an m 


Press KNOB 2: You can see current patch's BPM/TIME setting. In the meantime, ТУ CTRL:TAP 
you can tap KNOB 2 as Tap Tempo to adjust the BPM value. J Mayer's Slow Dance 


BPM 
TIME: 


VOLUME / WAH CTRL:TAP 
Press KNOB 3: You can see current CPU status. 
J Mayer's Slow Dance 


TUNER 


DOWN FOOT SWITCH: During patch display, press once can go patch down. 

UP FOOT SWITCH: During patch display, press once can go patch up. 

CTRL FOOT SWITCH: You can assign CTRL foot switch as ТАР / CMP / NG / EFX / EQ / SR MOD / DLY / RVB. (Enter to 
EXP/EXP1/CTRL assignment settings.) TAP means globally tap tempo. For other signal blocks, it means you can 


engage/disengage by CTRL foot switch. d 


Control Panel 


Press UP & DOWN foot switch, then you can enter to DRUM & LOOPER. In the meantime, DOWN foot switch controls 
phrase looper, UP foot switch controls drum. 


DRUM GROUP Knob 1: controls LOOP VOL. 
07 Boogie Knob 2: controls DRUM VOL. 

Knob 3: controls TEMPO. 

Knob 4: controls STYLE. 

ws V 120 ROCK 


STEREO DRUM TEMPO STYLE 


LOOP FOOTSWITCH 


REC EPLAY PLAY—EUNDO PLAY — 
STOP CLEAR 
RHYTHM FOOTSWITCH 


Press Once 


PLAY 
E STOP 


Double press CTRL to exit DRUM & LOOPER. 
Press UP & CTRL foot switch, then you can enter to TUNER. 


> „| 
т 


CHROMATIC == A4= 440uz 


Rotate knob 1 to switch CHROMATIC or COMPEN. G , press knob 1 to switch Mute or Listening. 
Note: COMPEN. G is guitar compensation tuning algorithm. 
Double press CTRL foot switch to exit TUNER. 


DC POWER SWITCH 


Turn ON / OFF MG-30 through the switch. 


DC JACK 


осам 
sv 


Seo 
Connect the original adaptor to the jack. 
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Control Panel 
USB 


USB 


USB PORT: Connect the USB cable to computer for firmware update, USB recording, or QuickTone edit software 
editing. 


Note: Connect USB cable to computer, and hold UP & DOWN foot switch to turn on MG-30, then you can enter to 
DFU(Device Firmware Update) mode to do firmware update. For more details, please visit product page to check 
the firmware update instruction and download the newest firmware & QuickTone edit software. 


OUTPUT JACKS 


ourPur 


m 


L out is for mono, R out is for right side while stereo application. 


SEND / RETURN JACKS 


You can connect with other effect pedals through SEND / RETURN. You can check S/R current block position on the 
display. 


1/8" PHONE JACK 


С) 
“oo 


O 


Connect your headphone to the 1/8” phone jack. The phone out is related to OUTPUT. 


1/8” AUX IN 


AUX IN 


O 


Connect your MP3 player to the 1/8” AUX IN jack for playback. 


INPUT JACK 


INPUT 


Connect your guitar to INPUT jack. 


EXP1 


EXP 1 


1/4" TRS jack, connect an external expression pedal here, or the additional NMP-2. 
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Global Setting 


Here we will explain more details about GLOBAL SETTING, actually it's very intuitive, you can follow the UI to operate 
easily. 


Hold HOME/GLOBAL button to enter to GLOBAL SETTING. 
GLOBAL SETTING 


OUTPUT 


FREER MODE 


use a PARA. 
ROUTING SN FOLLOW 


INFO 


PRE EQ 


You can adjust input trim and 3 band EQ to fix the guitar sound as you prefer. 


E MID TREBLE 
PRESS SAVE TO STORE R 


OUTPUT MODE 
You can choose the suitable output mode with related connection. While you choose COMBO FRONT / STACK FRONT, 


MG-30 will bypass IR(Cab) block. In output mode, MG-30 offers 3 band EQ to let you tweak global sound be suitable 
for current environment. 
OUTPUT MODE 


STUDIO DIRECT 


OUTPUT MODE OUTPUT MODE 


COMBO FRONT == STACK FRONT 


PRESS SAVE TO STORE R PRESS SAVE TO STORE 


OUTPUT MODE 


COMBO REAR 


OUTPUT MODE 


eoo STACK REAR 


PRESS SAVE TO STORE 


EXP SETUP 
Firstly you can adjust EXP to be independent with patch or related to patch. It means if you choose EXP Ind., you can 


keep EXP engaged even move to the next patch. 
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Global Setting 


EXP IND. 


EXP INDEPENDENT W PATCH 
ON 


PRESS SAVE TO STORE 
PRESS CTRL TO CALIBRATION 


Just in case if you need to do EXP CALIBRATION, press CTRL. 


CALIBRATION CALIBRATION 


CALIBRATION 


SET PEDAL TO MIN THEN PRESS CTRL 


y 


SET PEDAL TO MAX THEN PRESS CTRL 


E 


STEP PEDAL HARDLY TO DETEC 
TRIGGER VALUE, THEN PRE 


$ xw 


PRESS SAVE TO EXIT PRESS SAVE TO STORE PRESS SAVE TO STORE 


USB ROUTING 
Besides USB ROUTING in GLOBAL SETTING, you can adjust USB routing in QuickTone edit software. 


USB ROUTING 


DISPLAY 
Adjust the display brightness. 


DISPLAY 


PATCH DISPLAY: 


ARGE NUMBEF 

BOOT-UP PICTURE: 
DEFA 
BRIGHTNESS: 
oxi] 


PARA. FOLLOW 


If you engage PARA. FOLLOW, while you leave the current efx model, MG-30 will remember the parameters while you 
choose the model again. If you turn off PARA. FOLLOW, while you choose the efx model, it will use default parameters. 


PARA. FOLLOW 


PRESS SAVE TO STORE 
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Global Setting 


FACTORY DEFAULT 
You can recall the factory preset. 


FACTORY DEFAULT 


RESTORE ALL PRESET TO FACTORY SETTING? 
ARE YOU SURE? 


PRESS SAVE TO STORE 


GAME 
During rehearsal, guitarists always feel bored. No worry, MG-30 has SNAKE GAME for you! 


Qo 


—— GAME —— 


START 


INFO 


You can check firmware version and CPU utility. 


INFO 


Never forget the Legends! NUX is recognized 
worldwide for its ability to create modeling 
algorithms that bring back, and pay tribute to, 


the classics, in ture form, but let's never forget 


the legendary brands that created the originals! 
Thank you! 
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Specifications 


e Input Impedance 
INPUT: 1M ohm 
RETURN: 220k ohm 
e Output Impedance 
OUTPUT: 1k ohm 
SEND: 1k ohm 
* A/D Converter: 32bit 
e Sampling Frequency: 48kHz 
e Frequency Response Range: 20Hz ~ 20kHz 
e Dynamic Range: 110dB 
e Current Draw: <400mA 
* Power: 9V DC negative center 
* Dimensions: 313mm(L) x 166mm(W) x 54mm (H) 
* Weight: 1.5kg 


*Specifications and features are subject to change without notice. 


What's in the box: MG-30 x 1, Power Adapter x 1, Patch Cable x 1, NMP-2 dual footswitch, USB Cable x 1 
(The TRS patch cable is for NMP-2 to EXP1 connection. ) 


CE mark for European Harmonized Standards 


CE Mark which is attached to our company's products of Battery means the product is in fully conformity with the harmonized standard(s) EN 61000- 
6-3:2007--A1:2011 & EN 61000-6-1:2007 Under the Council Directive 2004/108/EC on Electromagnetic Compatibility. 
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NUD 


MG-30 Firmware V3 


Please do FACTORY RESET & EXP Calibration after you finish the firmware update. Then use 
the updated version of QuickTone to load your old patches back. 


AMP Block: VIVO 


Many users requested the iconic brown sound of EVH. We also love Eddie and want to pay 
tribute to him. So here it is, the VIVO. 


The VIVO features our next-generation TS/AC-4K amp modeling with power amp transformer 


algorithm. You can feel the quick response for low end, which is distinguished from other high- 
gain amp models. 


* The NUX algorithm team is working on TS/AC-4K currently, and we hope to bring you more in 
the near future. As you know, WHITE-BOX algorithm requires much more efforts to develop and 


optimize the Amp Modeling, especially related to DSP power. For the price of the MG-30, with 
free updates, it's MORE THAN EXPECTED! 2 ^ 


EFX Block: RED FUZZ, TOUCH WAH 


Looking for Fuzz? Filter? OK, we heard it. Here you are. 


а 


ТОМЕ : 
> ий 


OUTPUT 


e 


DLY Block: PHI DELAY 


OPhi Delay is a digital delay with golden ratio 2nd repeat head. It makes your guitar sound 
more musical. With simple tweaking, sub-division setup, smart tap tempo, you're ready to go. 


repeats 


O Phi Delay | 
E 4 | 


e 


t 


VOL Block: MIN, MAX Settings & Flexible Order 
within Patch 


Control the pre-gain? Swell your ambient effect? You can control the Volume pedal in a flexible 
signal chain for each patch. 


VOL VOLUME 


EXP, EXP1, Footswitch Assignment 


CTRL Assignment: DLY -> S.Tap On/Off (Smart Tap Tempo) 
SCENE -> S3 ON/OFF 

Tip/Ring: SCENE, RVB HF 

EXP/EXP1: short press -> Parameter MAX / MIN setup 


* EXP pedal behavior with FX - after disengaging the pedal, FX goes back to the value before 
engaging the pedal. 


Patch Rolling 


You can rotate the patches with the Joystick. 


CT-RectoBeast 


CT-DriveJCM 


CT-AmbientClean 


CT-PlexiLead 
PeteT 80's Clean 


PeteT Plexi Lead 


System Restore 


SYSTEM INSPECTION, GHOST BACKUP, GHOST RESTORE 
SYSTEM RESTORE 


GHOST 
BACKUP 


GHOST SYSTEM 
RESTORE INSPECTION 


PRESS SAVE BUTTON TO PROCEED 


In order to avoid unknown data missing accident, now you can do GHOST BACKUP on the 
device. Although not common, if a data error occurs, you can do GHOST RESTORE 
immediately. 


To make sure GHOST BACKUP is completed, please do FACTORY RESET after you do 
GHOST BACKUP. 


* We removed the old GHOST function on QuickTone™ accordingly, because the V3 data 
structure has been changed and the old GHOST is no longer compatible. 


IR Collection: 24 Slots 


Now the IR COLLECTION is loaded in the device directly, and you can choose any of them to 
USER slot (THIRD-PARTY). 


*128 patches with USER slots + 24 IR COLLECTION slots = 162 slots 


COLLECTION 


20Hz 40 60 100 200 400 1K 2K3K 5K 10K 20K 


01 Allure 59 Tweed P10N 

02 Allure 64 A30 G12 МИ 
03 Allure 64 USDeluxe P + tt 
04 Allure_67_Brit_Green Ш 
05 Allure 70s WhoWatt 1 
06 Allure 90s Cali V30 


000000 
PEEEE 


е [> 


o 
с 
[+ [> [* [> [- [> [> E [> 


IR THIRD-PARTY (Allure_64_USDeluxe_P) 


20Hz 4060 100 200 400 1K 2K 4K 10K 20K 

Level = __ 0.00dB 
12dB 12dB 

Low Cut - ә 20Hz 
20Hz 1kHz 

High Cut ‹ Ф — 20000Hz 
5kHz 20kHz 

IMPORT EXPORT DELETE PASTE TO 


USB Routing: Normal with Dry/Wet 


Normal with Dry/Wet for Plug-In application. 


Routing Mode 

USB 
E Normal 
Ш Loopback Dry/Wet Guitar ——»—— 


Effect Chain 


Output 


NUX MG-30 CONTROL PARAMETERS https: //www.nuxefx.com/mg-30.html 


Note: You can customize MIDI CC and FX Series/ Parallel through MG-30 QucikTone™ edit software. 


Firmware: CPU1 = V1.02.04 built-2016 CPU2 = v1.01.29 built-1223 


12-Feb-21 


5 WAY ENCODER 
(ROTATE to 
CHANGE) 


5 WAY 
ENCODER (TAP| 
SW) 


KNOB4 (TAP 


GLOBAL SETTINGS SW) 


KNOB1 KNOB2 | кмовз | KNOB4 


LEVEL BASS 80Hz MID 500Hz | TREBLE 4kHz 
-12/+1298: -12/+1298 -12/+1298: -12/+1298: RESTORE 


MID HIGH 
E-CHEEEP P AP RESTORE 


LOW MID HIGH 

| Combo Front input | | amada mc moram | Restore | 
LOW MID HIGH 

Stack E 121+12d8 121+1248 12/+1288) EN BERIORE 


Combo Ri LOW MID HIGH 
т |—— | 211248) | (12+1288) RESTORE 

Stack Ri LOW MID HIGH 
овет | 211248) | (12+1288) RESTÓRE 


EXPRESSION 
woerenoence | | омот 
|| ici 


RESTORE 


OUTPUT MODES 


RO 
REC Level PLAY Level (ReAmp / 


(12/4124) | (12 / +1248) | NORMAL / Dry 
Out) 


PATCH 
DISPLAY 
(LARGE 

NUMBER / 


BOOT-UP 
PICTURE 
(DEFAULT / 
USER) 


DISPLAY (Press SAVE to 
store.) 


BRIGHTNESS 


PARA FOLLOW | | oo 
FACTORY DEFAULT | č | NO/YES 


CPU1 = 
V1.02.04 built- 
2016 CPU2 = 
1.01.29 built- 


5WAY 
(ROTATE to ENCODER |ENCODER (Hold 
CHANGE) LEFT / RIGHT. DOWN 
EXP/ EXP17 n 
CHANGE PATCH | JUMP TO AMP CTRLEDIT. | ЕМТЕКРАТСН | PATCH LEVEL | Ap TEMPO TEMPO  |cPut/2 LOAD %| 


(01A-32D) CONTROLS MODE LEVEL МОРЕ | (-12/+12dB) (40-480BPM)| DISPLAY 


5 WAY ENCODER 
COMPRESSOR (ROTATE to ENCODER (ТАР) di d 
CHANGE) sw) 
ROSS COMPRESSOR ROSE COMP ON/ BYPASS SUSTAIN RESTORE 


KEELY COMPRESSOR K COMP ON/BYPASS | SUSTAIN CLIPPING | | RESTORE 
STUDIO COMPRESSOR STUDIO COMP | ON/BYPASS | THRESHOLD RELEASE RESTORE 


5 WAY ENCODER 5 WAY 
(ROTATE to ENCODER (ТАРЈ 
CHANGE) SW) 
CLYDE (60's TRUMPET SOUND) CLYDE ON / BYPASS 


KNOBA (TAP KNOB2 (TAP KNOBS (TAP 
sw) sw) KNOB2 sw) 


CRY BABY CRY BB on/BYpass | | | 
VOX V847 WAH V847 ON / BYPASS 
MORLEY BAD HORSIE WAH HORSE WAH | ON/BYPASS | CONTOUR RANGE 


DIGITECH WHAMMY OCTAVE SHIFT | ON/BYPAss | UP/DOWN |  ž | 


5 WAY ENCODER 5 WAY 
(ROTATEto [ENCODER (ТАРЈ  KNOB1 KNOB2 ко (rae 
CHANGE) SW) 


MXR DISTORTION DISTORTION+ ON / BYPASS OUTPUT SENSITIVITY RESTORE 


[worn prv | owrevess | vowwne [pave | rove | — — restore | 
[eros [on evenss | oisrornon | ттт | voume | | restore | 


|ЕНХ BIG MUFF PI MUFF FUZZ ON / BYPASS VOLUME TONE SUSTAIN RESTORE 
IKEELY KATANA CLEAN BOOST KATANA ON / BYPASS BOOST SW VOLUME RESTORE 


5 WAY ENCODER 
(ROTATE to 

CHANGE) sw) 

JAZZ CLEAN ON / BYPASS GAIN MASTER BASS MIDDLE TREBLE BRIGHT SW LEVEL RESTORE 


[ оет [ovas] — — [сп pese мз | woe "| [тык T эз T m restore 
BASS MATE ON/ BYPASS GAIN MASTER BASS MIDDLE TREBLE PRESENCE BIAS LEVEL RESTORE 

^w = = = up IE E 

[weve powers | — [сп — | eres | мз [mese {| тїзє [es] эз | em | restore | 


5WAY 


ENCODER (ТАР KNOB! (ТАР 


SW = PAGE1) 


(PAGE1) 
KNOB1 


(PAGE1) 
KNOB2 


(PAGE1) 
KNOB3 


(PAGE1) 
KNOB4 


KNOB2 (TAP 
SW = PAGE2) 


(PAGE2) 
KNOB1 


(PAGE2) 
KNOB2 


(PAGE2) 
KNOB3 


(PAGE2) 
KNOB4 


KNOBA (ТАР 
sw) 


Roland JC-120 
64 Fender Deluxe Reverb 


59 Fender Bassman 


57 Fender Tweed Deluxe 
65 Fender Twin Reverb 
1969 HIWATT 

1978 Mesa Boogie MK1 


68 Marshall Plexi 100W 
67 Marshall Plexi 45W 
1977 Marshall JCM800 
1989 Marshall 1987 X 50W 
1980 Soldano SLO 100 
2005 Friedman HBE 
1985 Mesa Dual Rectifier 
1999 DEIZEL VH4 

1990 Fender Vibro King 
BUDDA 

2001 DR Z MAZ 38 

2008 Fender Supersonic 
1967 Marshall JTM45 
1986 Matchless DC30 
Marshall JTM2000 
Bognar Uberschall 


ISTAGEMAN ACOUSTIC 


IMPULSE RESPONSE (IR) 


64 DELUXE REVERB 


65 TWIN REVERB 


MARSHALL 4X12 


MARSHALL GREENBACK 4X12 


MARSHALL VINTAGE 30 4X12 


AGL 8X10 

|AMPEG SVT 8X10 
|AMPEG SVT 4X10 
AMPEG SVT 2X12 

MARK BASS 4X10 
TRACE ELIIOT 410 

EDEN 4X10 

FENDER BASSMAN 4X10 
MARTIN D45 (ACOUSTIC) 
GIBSON HUMMINGBIRD (ACOUSTIC) 
GIBSON J-15 (ACOUSTIC) 


USER IR CAB 


BASSGUY 


MLD 


OPTIMA AIR 


(ROTATE to 
CHANGE) 


КТС [ст [мзш от зз ree | [| 
[owrevenss [сп [мп от зз [ [та [шш у [Г | 
[owrevenss [|| can [мз [ эз — oe  — [тк | Presence [ens] wa] 
ССИ [| can [мзш | эз [meme [тк presence [ens [ма | 
[owrevenss [|| can [мзш | эз — мик [тк [тюс] юз [ма | 
[owrevenss [| can [мзш  — эз [meme [тк | presence [ens | ee | 
[owrevenss | [ст [мз | эз — one [тк [тексе] эз [ма | 
[owrevenss [| can [мзш [ эз — oe [тк presence [ens [ма | 
[owrevenss [ст [мзш  — эз — мик [тк [тюс] эз [ча | 
И | [ст [мет [ эз [mee [тык [тиме] юз — мй | 
[owrevenss [ст [мз [ эз — meme [| reece [тюс] эз [ма | 
КС [| san __|_мавтеа T от [мз [mon | meme [reer] E 
[owrevenss [|| can | wasre от [| мз on | тык т | 
[owrevenss [| can [мзш [ эз — oe 7] [ese [anos] юз | wa] 
[owrevenss [ст [мз | эз — one [тк | Presence | эз [ма | 
[owrevenss [сп [меп от зз [| mene [ ise [| | 
[owrevenss [|| can [мз | эз — oe [| reece | Presence [ens] wa] 
[owrevenss [| san [мет [ эз | none [| reece | presence | юз — |: | 
[owrevenss [|| can [мзш | эз — може [| wreeo | тык шт _ | 
И [| san [мет [ эз [| може [| em | Presence | = {| 
[owrevenss [|| can [мзш T эз — може [| reco | тык чт | 
Сс [| san [мет T эз _| мик [ese [eva | [Г | 
[owrevenss | — — can ese] эз — moe >> Tem T шетт LE 3 


KNOB1 (ТАР 
SW = PAGE1) 


(PAGE1) 
KNOB1 


(PAGE1) 
KNOB2 


KNOB2 (TAP 
SW = PAGE2) 


(PAGE2) 
KNOB1 


(PAGE2) 
KNOB2 


(PAGE2) 
KNOB3 


KNOB4 (TAP 


ENCODER (TAP| Sw) 


SW) 


JZ 120 


DR112 


BS410 
V412 


AGL DB810 


AMP SV810 


MIC(DYN421/S5| МІС AXIS 
(CENTER / 


MIDDLE / 


LEVEL 
(-12/+1288) 


LO CUT 
(20H2-1kHz) 


HICUT 
(5kHz-20kHz) 


THIRD PARTY 


ON / BYPASS CAB IR 


LEVEL 
(-12/+1288) 


LO CUT 
(20H2-1kHz) 


HI CUT 
(5kHz-20kHz) 


THIRD PARTY 
CAB IR 


(CENTER / 


ON / BYPASS MIDDLE / 


LEVEL 
(-12/+1288) 


LO CUT 
(20H2-1kHz) 


HI CUT 
(5kHz-20kHz) 


THIRD PARTY 
CAB IR 


(CENTER / 


ON/ BYPASS MIDDLE / 


1/C414/ 
C3000/B52, 
MIC AXIS 
(CENTER / 
MIDDLE / 


LEVEL 
(-12/+1288) 


LO CUT 
(20Hz-1kHz) 


HI CUT 
(5kHz-20kHz) 


THIRD PARTY 


ON/ BYPASS CAB IR 


11С414/ 


MIC(DYN421/S5 
7/U87/R122/R12| 
11С414/ 


MIC AXIS 
(CENTER / 
MIDDLE / 


LEVEL 
(-12/+1288) 


LO CUT 
(20H2-1kHz) 


HICUT 
(5kHz-20kHz) 


THIRD PARTY 


ON/ BYPASS CAB IR 


LOCUT 
(20Hz-1kHz) 


HICUT 
(5kHz-20kHz) 


THIRD PARTY 
CAB IR 


(CENTER / 


ON / BYPASS MIDDLE / 


LEVEL 
(-12/+1288) 


LO CUT 
(20Hz-1kHz) 


HICUT 
(5kHz-20kHz) 


THIRD PARTY 
CAB IR 


(CENTER / 
ON / BYPASS MIDDLE 
MIC AXIS 
(CENTER / 
MIDDLE / 


LEVEL 
(-12/+1288) 


LO CUT 
(20H2-1kHz) 


HI CUT 
(5kHz-20kHz) 


THIRD PARTY 


ON/ BYPASS CABIR 


ON / BYPASS 


LEVEL 
(-12/+1288) 


LO CUT 
(20Hz-1kHz) 


HI CUT 
(5kHz-20kHz) 


THIRD PARTY 


ON/ BYPASS CAB IR 


AMP SV410 


TRC 410 
BASSGUY 410 


G-HBIRD 


ON / BYPASS THIRD PARTY 


ON / BYPASS 


ON / BYPASS 


ON/ BYPASS 


ON/ BYPASS 


ON/ BYPASS 


ON/ BYPASS 


HI CUT 
(5kHz-20kHz) 


THIRD PARTY 


ON / BYPASS CAB IR 


G-J15 


USER IR CAB 


ОМ) BYPASS THIRD PARTY 


ON/ BYPASS 


RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 
RESTORE 


5 WAY ENCODER 5 WAY 
(ROTATE to [ENCODER (ТАР) 
CHANGE) sw) 
6-BAND EQ ON / BYPASS 


KNOB1 (TAP 
SW = PAGE1) 


(PAGE1) 
KNOB1 


(PAGE1) 
KNOB2 


(PAGE1) 
KNOB3 


(PAGE1) 
KNOB4 


KNOB2 (TAP 
SW = PAGE2) 


(PAGE2) 
KNOB1 


(PAGE2) 
KNOB2 


(PAGE2) 
KNOB3 


(PAGE2) КМОВ4 (ТАР 
KNOB4 sw) 


KNOB3 (TAP 
SW = PAGE3) 


(PAGE3) 
KNOB1 


(PAGE3) 
KNOB2 


(PAGE3) 
KNOB3 


(PAGE3) КМОВ4 (ТАР 
KNOB4 sw) 


100Hz 1.2kHz 2.6kHz 6.4kHz 


ALIGN EQ ON/ BYPASS 1300Hz 2600Hz 5000Hz VOLUME RESTORE 


PARA EQ ОМ/ВУРА55 | [| ВАМОТ FREQ | BAND1 GAIN sanna | [| _______ BAND2 FREQ | ВАМО2 САМ sapo | | Restore | _______ ВАМОЗ FREQ | ВАМОЗ САМ вамоза | _______| RESTORE 


LEVEL RESTORE 


(ROTATEto [ENCODER (ТАР) KNOB (TAP. 


FX LOOP S/R 


SEND / RETURN 


NOISE GATE 


ROLAND СЕ-1 CHORUS 


ROLAND CE-2 CHORUS 


MXR STEREO CHORUS 


BOSS VB-2 Vibrato 
Stereo DETUNE 


BOSS BF-2 Flanger 
MXR PHASE 90 


MXR PHASE 100 


DUNLOP UNIVIBE 


BOSS TR-3 TREMOLO 


ROTARY SPEAKER 


MXR HARMONIZER 


Boss DM-2 Analog Delay 
Boss DD-2 Digital Delay 
Ibanez DML Modulation Delay 
Maestro EchoPlex EP-4 

Boss DD8 Reverse Delay 


Ibanez DPL10 Stereo Pan Delay 


CHANGE) SW) Sw) 


SEND/RETURN | ON/BYPASS 


RESTORE 


(ROTATE to | ENCODER (TAP| 
CHANGE) SW) 
NOISE GATE ON / BYPASS 


KNOB1 (ТАР 
SW = PAGE1) 


(PAGE1) 
KNOB1 


(PAGE1) 
KNOB2 


(PAGE1) 
KNOB3 


(PAGE1) 
KNOB4 


КМОВ2 (TAP 


(ROTATE to [ENCODER (TAP SW = PAGE2) 


CHANGE) SW) 


(PAGE2) КМОВА (TAP 
KNOB1 sw) 


UB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 
1/87,1/32) 


CE-1 ON / BYPASS 


STEREO CHORUS | ON/ BYPASS 


VIBRATOR 


INTENSITY 


INTENSITY 


ON/ BYPASS RATE 


DEPTH 


(1/4.1/8D, 
1/8,1/4T,1/16, 
SUB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 


RESTORE 


RESTORE 


RESTORE 


RESTORE 


SHIFT LEFT 


DETUNE ON/ BYPASS 


1/8 
(1/4.1/8D, 
1/8,1/4T,1/16, 
1/8T,1/32) 
SHIFT RIGHT 
OUT 


71/32, 
MIX 


FLANGER ON/ BYPASS 


RESTORE 


(1/4.1/8D, 
1/8,1/4T,1/16, 
4/8T,1/32) 


RESTORE 


SUB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 


INTENSITY 
SPEED 
SUB DIV 
(4.1/8, 
RATE DEPTH 1/8,1/4T,1/16, 
1/87, 1/32; 


SUB DIV 
(1/4.1/8D, 
118,1/4T, 1/16, 
1187,1/32) 


ON/ BYPASS 


RTY SPK 


SUB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 
1/8T,1/32 
CHORUS/ 
PITCH 
FLANGER 


CHORUS / 


INTENSITY VIBRATO 


ON/ BYPASS BALANCE 


RESTORE 


SUB DIV 

(1/4.1/8D, 
weee, | RESTORE 

1/87,1/32) 

SUB DIV 

(1/4.1/8D, 
18,147,116, | RESTORE 

1/87,1/32) 
RESTORE 


RESTORE 


KEY(C,C#,D,Eb, HARM 
E,F,F%,G,Ab,A,B |MINOR / MAJOR] (-8,-6,-5,-4,-3, 
b,B) +3,+4,+5,+6,+8 


HARMONY ON/BYPASS 


5 WAY ENCODER 5 WAY 
(ROTATE to | ENCODER (TAP| 
CHANGE) SW) 


KNOB1 (TAP 
SW = PAGE1) 


(PAGE1) 
KNOB1 


(PAGE1) 
KNOB2 


(PAGE1) 
KNOB3 


(PAGE1) 
KNOB4 


KNOB2 (TAP 
SW = PAGE2) 


RESTORE 


(PAGE2) 
KNOB1 


(PAGE2) 
KNOB2 


(PAGE2) 
KNOB3 


(PAGE2) 
KNOB4 


KNOB4 (ТАР 
sw) 


UB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 
4/8T,1/32) 


ANALOG DELAY | ON/BYPASS REPEAT ECHO INTENSITY 


RESTORE 


SUB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 
1/87,1/32) 


DIGI DELAY ON/ BYPASS FEEDBACK DELAY TIME 


MODULATION ON/ BYPASS MODULATION REPEAT 


SUB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 
4/8T,1/32) 


RESTORE 


RESTORE 


SUB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 
1/87,1/32) 
SUB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 
1/87,1/32) 
SUB DIV 
(1/4.1/8D, 
1/8,1/4T,1/16, 
1/87,1/32) 


ТАРЕ ЕСНО ON/BYPASS 


REVERSE DELAY | ON/BYPASS 
PAN DELAY ON/ BYPASS 


REPEAT 


FEEDBACK 


REPEAT DELAY LEVEL 


RESTORE 


RESTORE 


RESTORE 


SUB DIV1 SUB DIV2 

NUX DUOTIME (1/4.1/8D, (1/4.1/8D, 
DUOTIME ON / BYPASS LEVEL TIME1 starane, | REPEAT: TIME2 watararo, | REPEAT PARA RESTORE 

1/8T,1/32) 1/8T,1/32). 


5 WAY ENCODER 5 WAY 
Canes d ИСИ 
CHANGE) SW) 


T-Rex Room Mate Reverb ROOM ON / BYPASS RESTORE 


EMT 140 Plate Reverb PLATE ON / BYPASS DECAY LEVEL RESTORE 
Vintage Spring Reverb SPRING ON / BYPASS DECAY LEVEL RESTORE 


SHIMMER REVERB | энммек | ON/BYPASS DECAY sum | | restore 


KNOB4 (TAP 
SW) 


MUTE ON/OFF RESTORE 


KNOB1 (ТАР SW) 


(ROTATE to KNOB1 (TAP KNOB1 KNOB3 (ТАР 


CHANGE) SIGNATURE SW) кире 


LOOPER TEMPO 
STEREO (30sec) DRUM VOLUME] ТАР TEMPO 
7 MONO (60sec) VOLUME (30-480 BPM) 


01 STANDARD ROCK 
02 SWING ROCK 12/8 ROCK 
03 POWER BEAT ROCK 


07 SLOWLY CTRY 
01 SLOW BLUES 12/8 BLUES 


07 SMOOTH 4/4 JAZZ 

04 SLOW ROCK 4/4 BALLAD 
ЕИ ж [тое —] 
[сыс | a | ro 
Ca romero [ж [тое _| 


[ owon _|___-= [то _| 
DS SCHOOL POR | ma | — POP ] 


[озне |___-« | vor] 


02 SANTERIA 4/4 REGGAE 
03 REGGAE 3 4/4 REGGAE 


9| 


11 
12| 
13| 


14] 
15| 


16 
17| 
18 
19} 
20 
21 
22 
23 
24| 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34| 
35 
36 
37 
38 
39 
40| 
41 
42| 
43| 
44| 
45| 
46| 
47 
48| 
49) 
50 
51 
52 
53 
54] 


55 
56 
57] 
58 


04 REGGAE 4 REGGAE 


05 REGGAE 5 REGGAE 
06 REGAE 6P REGGAE 


02 ELEC 2 4/4 ELECTRONIC 


Note: You can customize MIDI CC and FX Series/ Parallel through MG-30 QucikTone™ edit software. 


A Jr] as |] 


AMP =: 


WAH КМОВ 1 12 
WAH KNOB 2 


OMPRE: 
KNOB i 

OMPRE: 
KNOB "x 


OMPRE: 
KNOB А 


ona 

sp EFFECT BT | 
1| EFFECT a8? | 
a EFFECT NOB | 
aif errecrioes | 
aa trrecrimons | 
z| amenos 
за] eras | 
C MELITCINE 
C MELIIINS 
z| ames | 
C avenon 
C IT 
C летове | 
s| raro 
С ano | 
33| EQ KNOB 3 
оон 
E IEC ICI TUM 
a| anoe 
E arnor | 
I 
за aroso | 
a] caros | 
a| "окови | 
а] окова 


NOISE Eng KNOB 
43| 

NOISE p E KNO 
Ziel 


NOISE GATE KNOB 
45| 3 


NOISE GATE KNOB 
4 


MODULATION 
4 KNOB 1 
gal MODULATION 

8 KNOB 2 


ULATION 
49] NOS 3 0x30=48 


MODULATION 
50 KNOB 4 0x31=49 


MODULATION 

Al KNOB 5 
MODULATION 

52 KNOB 6 


53] DELAY KNOB 1 


46) 


62] 
63] 
64) 


65] 
66l 
67 
68 
69 
70 
71 
72 


